
Technical Questionnaire 
for the selection of Cardan Drive Shafts 
in industrial applications

LE 	 Installation length (= length Smin + 1/2 extension X)

Fork-eye-distance (from middle of fork-eye to end of flange)

Diameter (outside) Diameter (outside)

Number of holes Number of holes

Diameter of holes Diameter of holes

ß 

mm

mm mm

holes holes

mm mm

mm

mm

mm

mm mm

mm mm

S min 	Compressed length

Diameter of bearing bush (from cross-unit)

X 	 Extension

Diameter of tube

necessary

Flange Flange

Central lubrication Maintenance-free

Cross-serrated Cross-serrated

External lubrication

Flat Flat

not necessary

Company Street

Industry Phone

Contact

E-Mail

Please return the questionnaire to vertrieb@elso.elbe-group.de.

 Length | Installation situation

 Further dimensions

 Torque | rpm  Quantity | Application | Alternative supplier

 Connection length extension side  Connection pipe side

 Angle of deflection  Type of lubrication
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°
ß

drive

power take off

Drill hole Drill holeKeyway Keywaymm mmmm mmHub Hub

Torque	 Md Nom	 In use Quantity

Speed Alternative supplier

	 Md Lim	 Maximum Purpose of use

Nm pieces

Nm

rpm Item.-No.

Zip Code | City
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	necessary: Off
	A1 Flange: Off
	A2 Flange: Off
	Zentralschmierung: Off
	Wartungsfrei: Off
	A1 Cross-serrated: Off
	A2 Cross-serrated: Off
	Außenschmierung: Off
	A1 Flat: Off
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	P1 Diameter of tube: 
	not necessary: Off
	Beugungswinkel: 
	A1 Hub: Off
	A2 Hub: Off
	A1 Keyway: 
	A2 Keyway: 
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